FIBERCON

INTERNATIONAL

MATERIAL SAFETY DATA SHEET

(Similar to Form OSHA-20)

SECTION 1
Manufacturer’s Name Emergency Telephone No.
Fibercon International, Inc. (724-538-5006)

Address (Number, street, city, state, and zip code)
100 South Third Street, Evans City, PA 16033

Chemical Name and Synonyms Trade Name and Synonyms
Fibercon
Chemical Family Formula

Stainless Steel — 304,310, 406 (ALFA), 430, 446

SECTION II- Hazardous Ingredients

Paints, Preservatives & Solvents % | TLV | Alloys and Metallic % TLV
(units) | Coating (units)
Pigments N/A | Base Metal Stainless Steel
Catalyst N/A | Alloys Nickel &
Chromium
Vehicle N/A | Metallic Coatings N/A
Solvents N/A Filler Metal N/A
Plus Coating or Core Flux
Additives N/A | Others N/A
Others N/A
Hazardous Mixtures of Other Liquids, Solids or Gasses N/A
SECTION lll- Physical Data
Boiling Point (Degrees F) N/A | Specific Gravity (H,0=1) N/A
Vapor Pressure (mm Hg.) N/A Percent, Volatile By Volume (%) | N/A
Vapor Density (Air=1) N/A Evaporation Rate ( =1) N/A
Soluability in Water N/A
Appearance and Odor N/A
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used) N/A Flammable Limits LeL | UeL
Extinguishing Media N/A
Special Fire Fighting Procedures N/A
Unusual Fire and Explosion Hazards N/A
SECTION V — Health Hazard Data
Threshold Limit Value N/A
Effects of Overexposure N/A
Emergency and First Aid Procedures N/A
SECTION VI — Reactivity Date

Stability Unstable N/A | Conditions to Avoid N/A

Stable N/A
Incompatibility (Material to Avoid) N/A
Hazardous Decomposition Products N/A
Hazardous May Occur N/A | Conditions to Avoid N/A
Polymerization | Will Not Occur N/A

SECTION VII- Spill or Leak Procedures
Steps to be Taken in Case Material is Released or Spilled N/A
Waste Disposal Method N/A
SECTION VIII- Special Protection Information

Respiratory Protection (Specify Type) None | Eye Protection YES
Ventilation Local Exhaust N/A | Special N/A

Mechanical (General) | N/A | Other Protective Equipment None
Protective Gloves YES

Precautions to be Taken in Handling & Storage: Wear heavy-duty work gloves and eye protection.

Other Precautions: When handling the product at the point of introduction to mixer, it is
recommended individuals wear hard toe shoes with metatarsal support.
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